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Sento filo singolo 
mains voltage halogen

Suspended lamp - modular system consisting of body and head

Thanks to its unique modularity the Occhio head-body system delivers 
impressive lighting solutions for your room. For different lighting effects 
diverse, turnable reflector heads are available, which can be easily 
substituted at any time thanks to a simple plug-in mechanism. The diverse 
wall and ceiling boxes allow for all recessed and surface mounting options.

Suspended lamp Occhio Sento filo singolo consisting of

body Occhio filo singolo	 - different length and surfaces 
head Occhio Sento   	 - different lighting effects and surfaces
Occhio accessories  	 - different mounting options and surfaces
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material
aluminium, brass, steel, glass

surface
head: 	 see p.2 cutsheet
body: 	 chrome, chrome matt

length
cable length 350 cm or 700 cm

recommended lighting effects
A, B, C, E see p.2 cutsheet

light source
mains voltage halogen, QT 18, operating voltage 230 V
max. 100 W, B15d Eco, 
energy ef f iciency grade C, l ifetime 2.000 h

luminous flux (bulb)
60 W / 980 lm, 70 W / 1180 lm, 100 W / 1800 lm

color temperature / color rendering
2900 K / CRI 100

weight
body + head max. 1,3  kg

mounting accessories
for sur face or recessed mounting, see p.4 cutsheet

Sento filo singolo E

Sento filo singolo E
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Leuchtendaten
Occhio, Sento (Sento A)
LVK

Objekt
Anlage
Projektnummer
Datum

: allgemeine Information
: Lichtverteilung der Reflektorköpfe
: Produktdaten
: 20.05.2011

Occhio GmbH   Wiener Platz 7   81667 München
Tel +49-89-44 77 86 30    Fax +49-89-44 77 86 39

.rdf

40

80

120

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°
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C0 C90 C180

0° 146 146 146
10° 144 146 144
20° 137 143 137
30° 122 136 122
40° 100 120 100
50° 75 97 75
60° 51 68 51
70° 30 41 30
80° 9 16 9
90° 1 2 1
100° 11 17 11
110° 31 38 31
120° 50 62 50
130° 70 86 70
140° 90 105 90
150° 107 118 107
160° 119 125 119
170° 127 129 127
180° 129 129 129

cd / 1000 lm

C0 / C180 C90 / C270

Fabrikat : Occhio
Bestellnummer : Sento A
Leuchtenname : Sento
Bestückung : 1 x QT18 - B15d 100 W / 1800 lm
Abmessungen : D 120 mm x H 40 mm
Dateiname : sento_A.ldt

Wirkungsgrad : 78.9%
Leuchten-Lichtausbeute : 14.2 lm/W (C43)
Lichtverteilung
Ausstrahlungswinkel

: sym. zu C0-C180 / C90-C270
: -- C0-C180
  -- C90-C270

Leuchtendaten
Occhio, Sento (Sento C)
LVK

Objekt
Anlage
Projektnummer
Datum

: allgemeine Information
: Lichtverteilung der Reflektorköpfe
: Produktdaten
: 20.05.2011

Occhio GmbH   Wiener Platz 7   81667 München
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cd / 1000 lm

C0 C90 C180

0° 402 402 402
5° 395 399 395
10° 383 390 383
15° 366 383 366
20° 343 375 343
25° 312 363 312
30° 276 400 276
35° 220 531 220
40° 128 256 128
45° 42 55 42
50° 11 19 11
55° 5 12 5
60° 3 16 3
65° 1 11 1
70° 0 3 0
75° 0 1 0
80° 0 1 0
85° 0 1 0
90° 0 1 0

cd / 1000 lm

C0 / C180 C90 / C270

Fabrikat : Occhio
Bestellnummer : Sento C
Leuchtenname : Sento
Bestückung : 1 x QT18 - B15d 100 W / 1800 lm
Abmessungen : D 120 mm x H 60 mm
Dateiname : sento_C.ldt

Wirkungsgrad : 58.6%
Leuchten-Lichtausbeute : 10.55 lm/W (A60)
Lichtverteilung
Ausstrahlungswinkel

: sym. zu C0-C180 / C90-C270
: 61.9° C0-C180
  79.6° C90-C270

Leuchtendaten
Occhio, Sento (Sento B)
LVK

Objekt
Anlage
Projektnummer
Datum

: allgemeine Information
: Lichtverteilung der Reflektorköpfe
: Produktdaten
: 20.05.2011
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0° 2 2 2
10° 3 4 3
20° 4 4 4
30° 4 5 4
40° 4 5 4
50° 3 4 3
60° 2 3 2
70° 1 1 1
80° 0 0 0
90° 1 1 1
100° 13 21 13
110° 38 46 38
120° 61 75 61
130° 88 106 88
140° 115 134 115
150° 140 154 140
160° 160 168 160
170° 172 175 172
180° 175 175 175

cd / 1000 lm

C0 / C180 C90 / C270

Fabrikat : Occhio
Bestellnummer : Sento B
Leuchtenname : Sento
Bestückung : 1 x QT18 - B15d 100 W / 1800 lm
Abmessungen : D 120 mm x H 40 mm
Dateiname : sento_B.ldt

Wirkungsgrad : 49.3%
Leuchten-Lichtausbeute : 8.87 lm/W (E43)
Lichtverteilung
Ausstrahlungswinkel

: sym. zu C0-C180 / C90-C270
: -- C0-C180
  -- C90-C270

Leuchtendaten
Occhio, Sento (Sento E)
LVK

Objekt
Anlage
Projektnummer
Datum

: allgemeine Information
: Lichtverteilung der Reflektorköpfe
: Produktdaten
: 20.05.2011

Occhio GmbH   Wiener Platz 7   81667 München
Tel +49-89-44 77 86 30    Fax +49-89-44 77 86 39
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cd / 1000 lm

C0 C90 C180

0° 222 222 222
10° 217 222 217
20° 197 216 197
30° 160 190 160
40° 109 131 109
50° 45 47 45
60° 13 16 13
70° 4 6 4
80° 1 3 1
90° 1 3 1
100° 12 19 12
110° 32 40 32
120° 52 65 52
130° 73 89 73
140° 94 110 94
150° 113 124 113
160° 127 133 127
170° 135 137 135
180° 135 135 135

cd / 1000 lm

C0 / C180 C90 / C270

Fabrikat : Occhio
Bestellnummer : Sento E
Leuchtenname : Sento
Bestückung : 1 x QT18 - B15d 100 W / 1800 lm
Abmessungen : D 120 mm x H 60 mm
Dateiname : sento_E.ldt

Wirkungsgrad : 76.1%
Leuchten-Lichtausbeute : 13.7 lm/W (C63)
Lichtverteilung
Ausstrahlungswinkel

: sym. zu C0-C180 / C90-C270
: -- C0-C180
  -- C90-C270

cutsheet

Sento filo singolo
recommended lighting effects
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Sento A (glass matt / glass matt)
ref lector head for dif fuse light 
in both directions

luminous efficiency
79% 
glass 
satinised, heat-resistant glass
ring / cover 
chrome, chrome matt
white or black glossy f inish
(bianco, nero)
holder	
chrome, chrome matt

Sento B (glass matt / cover)
ref lector head for dif fuse light 
in one direction

luminous efficiency 
49% 
glass 
satinised, heat-resistant glass
ring / cover 
chrome, chrome matt
white or black glossy f inish
(bianco, nero)
holder	
chrome, chrome matt

Sento C (cover / lense)
ref lector head for directed light 
in one direction

luminous efficiency
56%
beam angle
approx. 85° 
lense 
optical glass 
ring und cover 
chrome, chrome matt, 
white or black glossy f inish
(bianco, nero)
holder 
chrome oder chrome matt

Sento E (glass matt / lense)
ref lector head for dif fuse light in one and 
directed light in the other direction

luminous efficiency
83%
beam angle
approx. 85° 
glass 
satinised, heat-resistant glass
lense 
optical glass 
ring
chrome, chrome matt, 
white or black glossy f inish
(bianco, nero)
holder 
chrome oder chrome matt
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Sento filo singolo
Item numbers
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Item number
_chrome matt M
_chrome C

8H 35 00 _max. 100 W 
mains voltage halogen B 15 d, 
length of cable 3,5 m

filo singolo

Sento E

8K 00 75 M
8K 00 75 C
8K 00 75 B
8K 00 75 N

Sento C

8K 00 63 M
8K 00 63 C
8K 00 63 B
8K 00 63 N

Sento B

8K 00 72 M
8K 00 72 C
8K 00 72 B
8K 00 72 N

chrome matt 
chrome
bianco
nero

chrome matt 
chrome
bianco
nero

chrome matt 
chrome
bianco
nero

glass matt / lens 
with diffusor

cover / lens 
with diffusor

glass matt / cover

glass matt / glass matt

Sento A

8K 00 71 M
8K 00 71 C
8K 00 71 B
8K 00 71 N

chrome matt 
chrome
bianco
nero
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Sento filo singolo
Item numbers
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Item number
_chrome matt M
_chrome C

8H 04 00 _

8H 05 00 _

8H 01 20 _

Canopy incl. 1 cable guidance

Canopy incl. 1 cable guidance

Guidance

8Z 00 00 _

flat box

for plastering and wall / ceiling box
h  8 mm, ø 80 mm

8Z 01 00 _

8Z 03 00 _

spacing box

for surface mounting
h    22 mm, ø 80 mm

with hole for external cable supply
h  22 mm, ø 80 mm


